
Kanal Default-Kanal-Mix Aux Monitor 
1 Kick XLR Mic dynamisch
2 Snare XLR Mic dynamisch
3 Snare picolo XLR Mic dynamisch
4 Floor Tom XLR Mic dynamisch
5 Tom 1 XLR Mic open minde
6 Tom 2 XLR Mic open minde
7 Hi Hat XLR Mic open minde
8 Ride XLR Mic open minde
9 Overheads L XLR Mic Phantom power

10 Overheads R XLR Mic Phantom power
11 Bass XLR DI out
12 Gitarre XLR Mic dynamisch
13 Key L XLR DI out
14 Key R XLR DI out
15 Voc 1 lead XLR Mic dynamisch
16 Voc 2 Gitarre XLR Mic dynamisch
17 Voc 3 Key XLR Mic dynamisch
18 Voc 4 Bass XLR Mic dynamisch

Aux 1 Voc 1 lead XLR 15-100% / 16-80% / 17-65% / 18-65% / 12-70% / 13,14-70% /
Aux 2 Voc 2 Gitarre XLR 15-90% / 16-90% / 17-65% / 18-65% / 12-80% / 13,14-70% / 11-50% /
Aux 3 Voc 3 Bass XLR 15-90% / 16-80% / 17-65% / 18-65% / 12-70% / 13,14-70% / 11-70% /
Aux 4 Voc 4 Key XLR Amp. XLR- Monitoreingang 15-90% / 16-80% / 17-75% / 18-65% / 12-80% / 11-50% /
Aux 5 Drumms XLR 15-90% / 16-80% / 17-65% / 18-65% / 12-70% / 13,14-70% / 11-75% / 1-50% / 2-40% / 3-40% /

Rider

Power Backline
230 VAC / 50Hz
1 x 16A
3 x Stromschienen a 5m Kabellänge

Stage:
3.5 x 5.5m


